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property brief

Coast Village Walk offers a rare opportunity to host your business in one of 

California’s most affluent coastal cities. Prominently situated on Montecito’s 

Coast Village Road near the newly renovated country club, this retail property 

enjoys direct access to Hwy 101, high visibility and broad exposure. Seasoned 

tenants such as Starbucks and VONS Pharmacy create constant traffic through 

the center and help impact your customer base. Excellent signage and on-site 

parking. Contact Listing Agents for details.

 Size ▶ �1,240 SF

 Rates ▶ $4.50/SF NNN ($1.65)

 Available ▶ Immediately

 Zoning ▶ C-1

 HVAC ▶ Yes

 Parking ▶ 87 Spaces

 CSO ▶ 3%
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EXISTING TO REMAIN

LEGEND

SEE G003 FOR SYMBOLS & ABBREVIATIONS
SEE G004 FOR TYPICAL SIGN TYPES

EXIT PATH

ACCESSIBLE PATH 
OF TRAVEL

TYPICAL WALL TYPE
(SEE A701) ######

EXISTING TO BE 
DEMOLISHED

NEW CONSTRUCTION

1 HOUR RATED PARTITION

2 HOUR RATED PARTITION

REMOVE (E) WALLS AND DOORS

REMOVE (E) DISPLAY AND PLATFORM

REMOVE (E) WALLS AND STEPS

REMOVE (E) SINK 

REMOVE (E) SINK 

REMOVE (E) WALLS 
AND DOOR

REMOVE (E) WALLS 
AND DOORREMOVE (E) WALLS AND DOOR

REMOVE (E) DESK AREA AND WALLS

(E) SOFFIT TO REMAIN

(E) STOREFRONT 
WINDOWS TO REMAIN

(E) STOREFRONT ENTRY 
DOORS TO BE REHUNG 
AND CHANGE SWING 
DIRECTION TO ENSURE 
ADA COMPLIANCE

(E) STOREFRONT ENTRY 
DOORS TO BE REHUNG 
AND CHANGE SWING 
DIRECTION TO ENSURE 
ADA COMPLIANCE

REMOVE (E) WALLS 

(E) LIGHTING TO REMAIN. 
CONTRACTOR TO VERIFY LOCATION 
IN FIELD 

(E) LIGHTING TO REMAIN. 
CONTRACTOR TO VERIFY LOCATION 
IN FIELD 

(E) STOREFRONT 
WINDOWS TO REMAIN

(E) REAR EXIT DOOR TO 
REMAIN. CONTRACTOR 
TO ENSURE DOOR IS 
FULLY FUNCTIONAL 

(E) REAR EXIT DOOR TO 
REMAIN. CONTRACTOR 
TO ENSURE DOOR IS 
FULLY FUNCTIONAL 

(E) COLUMN TO REMAIN

(E) CHANGING 
ROOM

(E) BACK OF HOUSE 
AND STORAGE

(E) STAFF AREA

(E) OFFICE

(E) DISPLAY(E) STORAGE(E) STORAGE

(E) ELEC. PANEL TO BE 
RELOCATED TO (N) WALL

(E) ELEC. PANEL TO BE 
RELOCATED TO (N) WALL

A102

COAST VILLAGE
ROAD
SANTA BARBARA, CA

EXISTING/ PROPOSED FLOOR
PLANS

PROJECT STATUS

1. THE TENANT SPACE, A PRIMARY ENTRANCE TO THE BUILDING, THE PRIMARY PATH OF TRAVEL FROM 
THE ENTRANCE TO THE TENANT SPACE AND THE SANITARY FACILITIES, DRINKING FOUNTAINS, PUBLIC 
TELEPHONES SERVING THE TENANT SPACE MUST BE ACCESSIBLE TO THE HANDICAPPED.

2. THRESHOLDS SHALL NOT BE HIGHER THAN ½" ABOVE THE FLOOR.  EDGE TO BE BEVELED WITH A SLOPE 
NO GREATER THAN 1 IN 2 IF MORE THAN ¼".

3. DOOR HARDWARE SHALL BE OF THE LEVER OR PUSH TYPE MOUNTED 34" - 44" A.F.F. AND OPERABLE 
WITH A MAXIMUM EFFORT OF 5 LBS. FOR EXTERIOR DOORS AND 5 LBS. FOR INTERIOR DOORS.

4. THERE SHALL BE A CLEAR AREA ON EACH SIDE OF DOORS, 60" DEEP IN DIRECTION OF DOOR SWING 
AND 48" DEEP IN OPPOSITE DIRECTION OF SWING  THE FLOOR OR LANDING SHALL EXTEND A 
MINIMUM OF 24" PAST THE STRIKE EDGE OF EXTERIOR DOORS AND A MINIMUM OF 18" PAST THE STRIKE 
EDGE AT INTERIOR DOORS.

5. THE BOTTOM 10" OF THE DOOR SHALL BE OF SMOOTH PLANE SURFACE.
6. POST INTERNATIONAL SYMBOL OF ACCESSIBILITY ON OR ADJACENT TO ALL DISABLED ACCESSIBLE 

BUILDING ENTRANCES.
7. PROVIDE A 12" EQUILATERAL TRIANGLE ON DOORS TO MEN'S FACILITIES AND A 12" DIAMETER CIRCLE 

ON DOORS TO WOMEN'S FACILITIES.  THESE SYMBOLS SHOULD BE OF WHITE ON BLUE BACKGROUND, 
¼" THICK AND CENTERED ON THE DOOR AT 58-60" A.F.F FROM THE CENTER OF THE SYMBOL.  PROVIDE 
GRADE 2 BRAILLE ON EACH SIDE.

8. PROVIDE SOLID IN WALL BLOCKING FOR ALL TOILET ACCESSORIES.
9. GRAB BARS SHALL NOT ROTATE AND THERE ARE TO BE NO SHARP, OR ABRASIVE ELEMENTS ON OR 

ADJACENT TO THEM. EDGES ARE TO HAVE A MINIMUM 1/8" RADIUS.
10. GRAB BAR BACKING AND ATTACHMENT SHALL BE CONSTRUCTED FOR A 250 POUND POINT LOAD.
11. INSULATE OR COVER ALL HOT & COLD WATER AND DRAIN PIPES UNDER LAVATORY. NO SHARP OR 

ABRASIVE SURFACES ALLOWED UNDER LAVATORY.
12. FAUCET CONTROLS AND OPERATING MECHANISMS MUST BE EASILY OPERATED BY ONE HAND AND 

MUST NOT REQUIRE GRASPING, PINCHING, OR TWISTING OF THE WRIST. THE FORCE NEEDED TO 
ACTIVATE CONTROLS SHALL NOT EXCEED 5 LBS. FOR LEVER OPERATED OR 15 LBS. FOR PUSH TYPE.

13. SELF CLOSING VALVES PERMITTED IF FAUCET REMAINS OPEN FOR AT LEAST 10 SECONDS.
14. WATER CLOSET FLUSH CONTROLS TO BE OPERABLE BY AN OSCILLATING HANDLE WITH A MAXIMUM 

FORCE OF 3 POUNDS.
15. BOTTOM EDGE OF MIRRORS TO BE NO HIGHER THAN 40" A.F.F. TO REFLECTIVE EDGE.
16. OPERATING PARTS OF DISPENSING AND DISPOSAL FIXTURES, PAPER TOWEL, SANITARY NAPKIN, WASTE, 

COIN SLOTS, ETC. ARE TO BE WITHIN 40" A.F.F.
17. G.C. SHALL INSTALL NEW ACCESSORIES IF EXISTING ACCESSORIES TO BE REUSED ARE NOT IN 

ACCORDANCE WITH CURRENT ADA REGULATIONS AND/OR DO NOT MEET REQUIREMENTS OF 
DRAWINGS.

18. ALL NEW ELECTRICAL RECEPTACLES AND SWITCHES TO MEET REACH RANGE REQUIREMENTS OF 
CBC11B-308.

GENERAL ACCESSIBILITY NOTES 2016/04/25

1. EXIT DOORS SHALL BE OPENABLE FROM THE INSIDE WITHOUT THE USE OF A KEY OR ANY SPECIAL 
KNOWLEDGE OR EFFORT.  MAIN EXIT DOORS TO BE PROVIDED WITH A READILY VISIBLE, DURABLE SIGN 
ON OR ADJACENT TO THE DOOR STATING, "THIS DOOR TO REMAIN UNLOCKED DURING BUSINESS 
HOURS."  CBC 1008.1.9 AND CBC 1008.1.9.3

2. THE PATH OF TRAVEL TO EXITS IN A BUILDING SHALL BE IDENTIFIED BY EXIT SIGNS COMPLYING WITH 
SECTION 1011.  EXIT SIGNS SHALL BE READILY VISIBLE FROM ANY DIRECTION OF APPROACH.  EXIT 
SIGNS SHALL BE LOCATED AS NECESSARY TO CLEARLY INDICATE THE DIRECTION OF EGRESS TRAVEL.  
NO POINT SHALL BE MORE THAN 100 FEET FROM THE NEAREST VISIBLE EXIT SIGN.

3. EXIT SIGN CURRENT POWER SUPPLY TO ONE OF THE LAMPS SHALL BE PROVIDED BY THE PREMISES' 
WIRING SYSTEM; POWER SUPPLY TO THE LAMP SHALL BE FROM STORAGE BATTERIES OR AN ON-SITE 
GENERATOR.  IN THE EVENT OF A POWER FAILURE, ILLUMINATION SHALL AUTOMATICALLY BE 
PROVIDED BY AN EMERGENCY SYSTEM FOR A DURATION OF 90 MIN.  THE SYSTEM SHALL BE INSTALLED 
IN ACCORDANCE WITH THE NATIONAL ELECTRICAL CODE.

4. EACH EXIT ACCESS FROM AN INTERIOR ROOM OR AREA TO A CORRIDOR OR HALLWAY THAT IS 
REQUIRED TO HAVE A VISUAL EXIT SIGN, SHALL BE IDENTIFIED BY A TACTILE EXIT SIGN WITH THE 
WORDS, "EXIT ROUTE".  

5. TACTILE (RAISED CHARACTERS AND BRAILLE) EXIT SIGNS SHALL BE LOCATED 48" MINIMUM ABOVE THE 
FINISH FLOOR OR GROUND SURFACE, MEASURED FROM THE BASELINE OF THE LOWEST BRAILLE CELLS 
AND 60" MAXIMUM ABOVE THE FINISH FLOOR OR GROUND SURFACE, MEASURED FROM THE HIGHEST 
LINE OF RAISED CHARACTERS.

6. WHERE A TACTILE SIGN IS PROVIDED AT A DOOR, THE SIGN SHALL BE LOCATED ALONGSIDE THE DOOR 
AT THE LATCH SIDE, WHERE A TACTILE SIGN IS PROVIDED AT DOUBLE DOORS WITH 2 ACTIVE LEAFS, THE 
SIGN SHALL BE LOCATED TO THE RIGHT OF THE RIGHT HAND DOOR.

7. WHERE THERE IS NO WALL SPACE AT THE LATCH SIDE OF A DOOR, SIGNS SHALL BE LOCATED ON THE 
NEAREST ADJACENT WALL.

8. TACTILE SIGNS SHALL BE LOCATED SO THAT A CLEAR FLOOR SPACE OF 18"MIN. BY 18"MIN., CENTERED 
ON THE TACTILE SIGN, IS PROVIDED BEYOND THE ARC OF ANY DOOR SWING.

9. PANIC HARDWARE NEEDS TO BE ON FRONT DOOR OR IF DOUBLE DOORS, BOTH DOORS NEED TO BE 
UNLOCKED DURING BUSINESS HOURS.

10. THE EXITS MUST BE CLEARLY MARKED AND ALSO ILLUMINATED NOT LESS THAN ONE FOOT CANDLE AT 
FLOOR LEVEL.

11. FIRE EXTINGUISHERS WITH A MINIMUM CLASSIFICATION OF 2A:10BC SHALL BE LOCATED WITH A 
MAXIMUM TRAVEL DISTANCE OF 30FT TO AN EXTINGUISHER ON A FLOOR BY FLOOR BASIS.

12. SUITE NUMBER SHALL BE PLACED AT ENTRANCE TO TENANT SPACE.

GENERAL EXITING NOTES 2016/04/25

1. ALL DIMENSIONS ARE TO FACE OF STUD UNLESS OTHERWISE NOTED, SEE PARTITION DETAILS.
2. GENERAL CONTRACTOR IS RESPONSIBLE FOR THE PATCHING, REPLACING AND THE NEW INSTALLATION 

OF FIRE STOPPING AS REQUIRED BY CODE, IN EXISTING OR NEW CONSTRUCTION.
3. GENERAL CONTRACTOR IS RESPONSIBLE FOR INSTALLATION OF BLOCKING IN WALLS OR CEILINGS.
4. GENERAL CONTRACTOR IS RESPONSIBLE FOR THE INSTALLATION OF PLYWOOD OR SHEET METAL 

BACKING ON WALLS FOR THE MOUNTING OF EQUIPMENT.
5. DRAWINGS SHALL NOT BE SCALED, IF DIMENSIONS ARE NOT INDICATED IN PLANS, GENERAL 

CONTRACTOR SHALL CONTACT ARCHITECT FOR INSTRUCTIONS.
6. GENERAL CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND CONDITIONS AFTER DEMOLITION 

OPERATIONS AND COORDINATE ALL TRADES PRIOR TO ANY WORK.
7. NOTIFY ARCHITECT DURING LAYOUT AND PRIOR TO FRAMING IF;

a. DIMENSION LABELED "MIN." CANNOT BE ACHIEVED
b. DIMENSION LABELED ± VARIES MORE THAN 2" FROM ACTUAL FIELD DIMENSION
c. ANY DISCREPANCY, OMISSION OR UNANTICIPATED FIELD CONDITION WHICH ALTER THE INTENT 

OF THESE DOCUMENTS.
8. THE GENERAL CONTRACTOR IS RESPONSIBLE FOR SUPPLYING FIELD INFORMATION AND DIMENSIONS 

TO THE MILLWORKER OR ANY OTHER OWNER'S CONTRACTORS UPON REQUEST.
9. INTERIOR FLOOR FINISHES TO CONFORM TO CBC SECTION 804.1.
10. SEE ENLARGED PLANS AND ID DRAWINGS FOR ADDITIONAL INFORMATION.
11. SEE REFLECTED CEILING PLANS FOR LIGHTING LAYOUT AND OTHER CEILING INFORMATION.
12. GENERAL CONTRACTOR SHALL NOTIFY THE ARCHITECT IMMEDIATELY OF ANY INCONSISTENCIES OR 

DISCREPANCIES IN THE PLANS IN RELATION TO THE EXISTING FIELD CONDITIONS.
13. CONSULTANTS’ SHEETS ARE SUPPLEMENTAL TO THE ARCHITECTURAL SHEETS. IT IS THE RESPONSIBILITY OF 

THE GENERAL CONTRACTOR TO CROSS CHECK THE ARCHITECTURAL SHEETS PRIOR TO THE 
ORDERING/INSTALLATION OF ANY OF THE MECHANICAL, PLUMBING AND ELECTRICAL WORK. ANY 
DISCREPANCIES BETWEEN THE ARCHITECTURAL AND THE CONSULTING ENGINEERS’ SHEETS SHALL BE 
BROUGHT TO THE ARCHITECTS’ ATTENTION FOR IMMEDIATE CLARIFICATION.

14. ALL MANUFACTURED ARTICLES, MATERIALS AND EQUIPMENT SHALL BE CONDITIONED, APPLIED, 
INSTALLED, CONNECTED, ERECTED AND CLEANED IN ACCORDANCE WITH MANUFACTURERS WRITTEN 
SPECIFICATIONS OR INSTRUCTIONS.

15. THE GENERAL CONTRACTOR SHALL PERSONALLY SUPERVISE AND DIRECT ALL WORK. THE GENERAL 
CONTRACTOR IS RESPONSIBLE FOR ALL CONSTRUCTION AND / OR COORDINATION OF INSTALLATION 
METHODS, MEANS, TECHNIQUES, SEQUENCES AND PROCEDURES FOR ALL PORTIONS OF THE REQUIRED 
WORK.

16. FOR CUTTING AND PATCHING: WHERE EXISTING CONDITIONS ARE TO BE CUT OR DISTURBED TO 
PERMIT INSTALLATION OF NEW WORK, PATCH ANY DISTURBED CONSTRUCTION TO MATCH THE 
ORIGINAL CONSTRUCTION AND FINISH.

17. GENERAL CONTRACTOR WARRANTS TO THE OWNER AND TO THE ARCHITECT, THAT ALL MATERIALS 
AND EQUIPMENT FURNISHED AND INSTALLED UNDER THE CONTRACT ARE NEW, UNLESS OTHERWISE 
SPECIFIED, AND THAT ALL WORK WILL BE AS SPECIFIED AND FREE OF DEFECTS.

18. FILL IN ALL DEPRESSED FLOOR AREAS WITH CONCRETE FLOOR FILL TO MATCH THE EXISTING THICKNESS 
WHERE WALLS, CERAMIC TILE, PIPE HOLES, ETC. WERE REMOVED AND LEVEL AS REQUIRED TO RECEIVE 
SCHEDULED FLOOR FINISHES.

19. ALL EXISTING PAINTED HOLLOW METAL OR WOOD DOORS AND FRAMES THAT ARE TO REMAIN SHALL 
BE REPAIRED, PATCHED AND SANDED SMOOTH TO RECEIVE NEW PAINT AS SHOWN ON THE 
DRAWINGS.

20. PROVIDE ADEQUATE BACKING WHEREVER COUNTER TOPS, GRAB BARS, TOILET PARTITIONS, TOILET 
FIXTURES, AND TOILET ACCESSORIES ARE MOUNTED TO WALLS.

21. INTERIOR FINISH FLAME SPREAD AND SMOKE DEVELOPED RATINGS (CBC TABLE 803.9).

FLOOR PLAN GENERAL NOTES
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EXISTING/DEMO FLOOR PLAN 02

THE FOLLOWING DEMOLITION NOTES ARE APPLICABLE THROUGHOUT THESE CONSTRUCTION DRAWINGS:

DEFINITIONS:
• REMOVE - DETACH ITEMS FROM EXISTING CONSTRUCTION AND LEGALLY DISPOSE OF THEM OFF-SITE 

UNLESS INDICATED TO BE REMOVED AND SALVAGED OR REMOVED AND REINSTALLED.
• REMOVE AND SALVAGE- CAREFULLY DETACH FROM EXISTING CONSTRUCTION, IN A MANNER TO 

PREVENT DAMAGE, CLEAN SALVAGED ITEMS AND TRANSPORT ITEMS TO STORAGE AREA DESIGNATED 
BY OWNER.

• REMOVE AND REINSTALL- DETACH ITEMS FROM EXISTING CONSTRUCTION, PREPARE FOR REUSE, AND 
REINSTALL WHERE INDICATED. CLEAN AND REPAIR ITEMS TO FUNCTIONAL CONDITION ADEQUATE 
FOR INTENDED REUSE. PACK OR CRATE ITEMS AFTER CLEANING AND REPAIRING. IDENTIFY CONTENTS 
OF CONTAINERS, PROTECT ITEMS FROM DAMAGE DURING TRANSPORT AND STORAGE. REINSTALL 
ITEMS IN LOCATIONS INDICATED, COMPLY WITH INSTALLATION REQUIREMENTS FOR NEW MATERIALS 
AND EQUIPMENT. PROVIDE CONNECTIONS, SUPPORTS, AND MISCELLANEOUS MATERIALS NECESSARY 
TO MAKE ITEM FUNCTIONAL FOR USE INDICATED. PRIOR TO REMOVAL OF ANY ITEM(S) THAT ARE 
IDENTIFIED TO BE SALVAGED AND REINSTALLED, CONTRACTOR SHALL DOCUMENT CONDITION OF 
ITEMS(S) BY WHATEVER MEANS HE/SHE DETERMINES WILL BEST DESCRIBE THE PRE-CONSTRUCTION 
CONDITION, AND THEN HE/SHE SHALL SUBMIT A COPY OF THIS DOCUMENTATION TO THE ARCHITECT 
PRIOR TO COMMENCING WORK, THIS DOCUMENTATION WILL THEN BE USED IN ASSESSING THE POST 
CONSTRUCTION CONDITION OF THE REINSTALLED ITEM(S) DURING PUNCH LIST TIME. FAILURE TO 
SUBMIT THIS DOCUMENTATION IN NO WAY RELIEVES THE CONTRACTOR OF RESPONSIBILITY FOR 
REPAIR/REPLACEMENT OF ANY SALVAGED AND RE-INSTALLED ITEM(S) THAT ARE DETERMINED BY THE 
ARCHITECT AND/OR OWNER TO BE DAMAGED.

• EXISTING TO REMAIN- EXISTING ITEMS OF CONSTRUCTION THAT ARE NOT TO BE PERMANENTLY 
REMOVED AND THAT ARE NOT OTHERWISE INDICATED TO BE REMOVED, REMOVED AND SALVAGED, 
OR REMOVED AND REINSTALLED. PROTECT CONSTRUCTION INDICATED TO REMAIN AGAINST 
DAMAGE AND SOILING DURING SELECTIVE DEMOLITION, WHEN PERMITTED BY ARCHITECT, ITEMS 
MAY BE REMOVED TO A SUITABLE, PROTECTED STORAGE LOCATION DURING SELECTIVE DEMOLITION 
AND CLEANED AND REINSTALLED IN THEIR ORIGINAL LOCATIONS AFTER SELECTIVE DEMOLITION 
OPERATIONS ARE COMPLETE.

1. THE INTENT OF THE DEMOLITION WORK IS TO COMPLETE REMOVALS NECESSARY IN ORDER TO 
CONSTRUCT THE NEW WORK.  THE REMOVAL NOTES ARE GENERAL IN NATURE AND IT SHALL BE 
UNDERSTOOD THAT IT IS NOT FEASIBLE TO SHOW EACH AND EVERY SPECIFIC REMOVAL.  DEMOLITION 
DRAWINGS SHOULD NOT BE USED ALONE BUT SHOULD BE USED IN CONJUNCTION WITH THE OTHER 
DRAWINGS.  SEE STRUCTURAL DRAWINGS FOR CERTAIN ADDITIONAL WORK TO BE REMOVED, RE-
USED, AND/OR REVISED NOT MENTIONED HERE.  UNLESS OTHERWISE NOTED, THE SCOPE OF WORK 
OUTLINED BY DEMOLITION NOTES ARE THE RESPONSIBILITY OF THE GENERAL CONTRACTOR.  PLEASE 
REFERENCE PROJECT GENERAL NOTES PRIOR TO COMMENCEMENT OF DEMOLITION WORK.

2. STRUCTURAL ITEMS SHOWN AS 'TO BE REMOVED' ARE FOR REFERENCE ONLY.  VERIFY APPROPRIATE 
SHORING OR REINFORCEMENT CONDITION WITH STRUCTURAL DRAWINGS.

3. ARCHITECT IS NOT RESPONSIBLE FOR REMOVAL / ABATEMENT OF HAZARDOUS MATERIALS.  
CONTRACTOR TO PROVIDE REMOVAL / ABATEMENT AT LOCATIONS NECESSARY.

4. DEMOLITION DRAWINGS SHOW REMOVALS IN GENERAL AND ARE BASED ON ORIGINAL DRAWINGS.  
THERE MAY HAVE BEEN CHANGES SINCE THAT DATE.  CONTRACTORS SHALL VISIT PROJECT SITE TO 
BECOME FAMILIAR WITH COMPLETE SCOPE OF REMOVALS/DEMOLITIONS AND TO FIELD VERIFY 
CONDITIONS.  NOTIFY ARCHITECT OF DISCREPANCIES BETWEEN EXISTING CONDITIONS AND 
DRAWINGS BEFORE PROCEEDING WITH SELECTIVE DEMOLITION.

5. RESPECTIVE CONTRACTORS SHALL REMOVE PLUMBING, MECHANICAL, ELECTRICAL, OR 
MISCELLANEOUS AS REASONABLY INFERRED.  CAP OR RECONNECT ALL EXISTING LINES AS REQUIRED.

6. CONTRACTOR FOR GENERAL WORK SHALL REMOVE REMAINING PLUMBING, MECHANICAL, 
ELECTRICAL OR MISCELLANEOUS ITEMS REQUIRED TO COMPLETE NEW WORK BUT NOT REQUIRED TO 
REMAIN SUCH AS PIPES AND CONDUITS IN WALLS THAT HAVE BEEN DISCONNECTED AND REMAINING 
PORTIONS CAPPED OR RECONNECTED.

7. THROUGHOUT DEMOLITION AND CONSTRUCTION, PROTECT ITEMS SCHEDULED TO REMAIN AND/OR 
ALL ADJACENT MATERIALS AND EQUIPMENT, ETC., INDICATED TO REMAIN.  COORDINATE REMOVAL 
AND PROTECTIONS WITH OWNER.

8. DEMOLISHED MATERIAL OR ITEMS REMOVED AND NOT SCHEDULED TO BE TURNED OVER TO THE 
OWNER SHALL BE REMOVED FROM THE SITE. 

9. IN THE EVENT TOXIC MATERIALS ARE UNCOVERED GENERAL CONTRACTOR IS NOTIFY HEALTH & 
SAFETY AGENCIES OF THE COUNTY OF SANTA BARBARA.

10. GENERAL CONTRACTOR SHALL RECYCLE DEMOLITION CONSTRUCTION DEBRIS IN ACCORDANCE 
WITH COUNTY OF SANTA BARBARA REQUIREMENTS.  DO NOT ALLOW DEMOLISHED MATERIALS TO 
ACCUMULATE ON-SITE, REMOVE AND TRANSPORT DEBRIS IN A MANNER THAT WILL PREVENT SPILLAGE 
ON ADJACENT SURFACES AND AREAS,DO NOT BURN DEMOLISHED MATERIALS.

11. STORAGE OR SALE OF REMOVED ITEMS OR MATERIALS ON-SITE IS NOT PERMITTED.
12. UTILITY SERVICE: MAINTAIN EXISTING UTILITIES INDICATED TO REMAIN IN SERVICE AND PROTECT THEM 

AGAINST DAMAGE DURING SELECTIVE DEMOLITION OPERATIONS.
13. MAINTAIN EXISTING FIRE-PROTECTION FACILITIES IN SERVICE DURING SELECTIVE DEMOLITION 

OPERATIONS.
14. DEMOLISH AND REMOVE EXISTING CONSTRUCTION ONLY TO THE EXTENT REQUIRED BY NEW 

CONSTRUCTION AND AS INDICATED. USE METHODS REQUIRED TO COMPLETE THE WORK WITHIN 
LIMITATIONS OF GOVERNING REGULATIONS.

15. CLEAN ADJACENT STRUCTURES AND IMPROVEMENTS OF DUST, DIRT, AND DEBRIS CAUSED BY 
SELECTIVE DEMOLITION OPERATIONS. RETURN ADJACENT AREAS TO CONDITION EXISTING BEFORE 
SELECTIVE DEMOLITION OPERATIONS BEGAN.

16. COORDINATE ALL DEMOLITION WORK WITH THE OTHER WORK OF THE PROJECT AND WITH THE 
REQUIREMENTS OF ALL SUBCONTRACTORS FOR THE SUCCESSFUL COMPLETION OF THEIR WORK.

17. REFER TO THE ARCHITECTURAL, MECHANICAL, PLUMBING, FIRE PROTECTION, AND ELECTRICAL 
DRAWINGS AS APPLICABLE FOR SPECIFIC INFORMATION, DIMENSIONS, LOCATIONS, ETC 
REGARDING THE EXACT EXTENT OF DEMOLITION REQUIRED.

18. COORDINATE WITH THE MECHANICAL, PLUMBING, AND ELECTRICAL CONTRACTORS REGARDING 
THEIR SELECTIVE DEMOLITION OF EXISTING MECHANICAL, PLUMBING, FIRE PROTECTION,AND 
ELECTRICAL EQUIPMENT AND COMPONENTS.

19. ALL EXISTING EQUIPMENT, FIXTURES, AND COMPONENTS TO BE DEMOLISHED / REMOVED FROM THE 
PROJECT WORK AREAS SHALL BE CAREFULLY REMOVED SO AS NOT TO DAMAGE OR MAR THE 
ITEM(S).THE CONTRACTOR SHALL REVIEW LIST OF ITEMS REMOVED WITH THE OWNER PRIOR TO 
DISPOSAL. ALL REMOVED ITEMS NOT TO BE RETAINED BY THE OWNER SHALL FALL UNDER THE 
CONTRACTOR’S RESPONSIBILITY TO BE TRANSPORTED AND LEGALLY DISPOSED OF.

20. WHERE EXISTING FASTENERS, ANCHORS, ETC ARE LEFT EXPOSED BY THE REMOVAL OF ADJACENT 
CONSTRUCTION, FIXTURES, ETC., CUT-OFF THESE EXISTING ELEMENTS TO A DEPTH SUFFICIENT TO 
ALLOW FOR CONCEALMENT BY NEW CONSTRUCTION AND/OR TO ALLOW FOR PROPER PATCHING 
OF THE EXISTING ADJACENT CONSTRUCTION, MATERIAL, AND/OR FINISH TO REMAIN. COORDINATE 
WITH THE APPROPRIATE TRADES. COORDINATE WITH RELATED WORK AS DESCRIBED IN THESE 
CONSTRUCTION DOCUMENTS.

21. AT EXISTING AREAS SCHEDULED TO RECEIVE NEW FLOOR FINISHES: AT EXISTING CONCRETE FLOOR 
SLAB SURFACES, FILL, PATCH AND LEVEL ALL HOLES, BLEMISHES, DEPRESSIONS, SLOPES TO DRAIN, 
ABANDONED PENETRATIONS, ETC (WHETHER EXISTING OR RESULTING FROM DEMOLITION) AS 
REQUIRED TO ESTABLISH A SMOOTH, UNIFORM, LEVEL SURFACE FLUSH WITH THE ADJACENT EXISTING 
CONCRETE SURFACE AND APPROPRIATE TO RECEIVE THE SCHEDULED NEW FINISH FLOORING 
MATERIALS.

22. AT EXISTING FLOOR SURFACES NEWLY EXPOSED BY THE DEMOLITION OF WALLS OR OTHER 
CONSTRUCTION, REMOVE ANY RESIDUAL MORTAR OR OTHER FOREIGN MATERIALS, ESTABLISH 
SMOOTH,LEVEL FLOOR SURFACE APPROPRIATE TO RECEIVE NEW CONSTRUCTION OR FINISHES.

23. CONTRACTOR SHALL NOTIFY OWNER AS IDENTIFIED IN THE SPECIFICATIONS, PRIOR TO START OF 
CONSTRUCTION TO ALLOW OWNER ADEQUATE TIME TO RELOCATE ITEMS AWAY FROM THE 
CONSTRUCTION AREA.

24. ALL EXISTING SERVICES, MECHANICAL, ELECTRICAL, AND PLUMBING, SHALL REMAIN IN CONTINUOUS 
OPERATION THROUGHOUT THE CONSTRUCTION PROCESS, IF IT BECOMES NECESSARY TO SHUT DOWN 
ANY OF THESE SERVICES, THE OWNER SHALL BE NOTIFIED, AS IDENTIFIED IN THE SPECIFICATIONS, BY 
THE CONTRACTOR..

GENERAL DEMOLITION NOTES 2016/04/25

1. THE ENTIRETY OF EXISTING CONDITIONS IS NOT SHOWN.  THE CONTRACTOR SHALL EXAMINE THE 
EXISTING CONDITIONS AND COMPARE THOSE CONDITIONS TO THE REQUIREMENTS SHOWN IN THE 
PLANS AND DRAWINGS.

2. THE CONTRACTOR SHALL ASSESS WHETHER OR NOT THE REQUIREMENTS CONTAINED HEREIN CAN BE 
INCORPORATED INTO THE FINAL CONSTRUCTED FORM THAT IS SHOWN.

3. THE CONTRACTOR SHALL NOTIFY THE ARCHITECT WHERE REQUIREMENTS CONTAINED HEREIN CAN 
NOT BE ACCOMPLISHED AS A RESULT OF EXISTING CONDITIONS.

4. THE ARCHITECT HAS MADE EVERY EFFORT TO ACHIEVE COMPLETE COORDINATION BETWEEN KNOWN 
AND UNKNOWN EXISTING CONDITIONS WITH THE FINAL CONSTRUCTED FORM OF THIS PROJECT.

5. IT SHALL BE UNDERSTOOD THAT FOR PRACTICAL PURPOSES, THE ENTIRETY OF EXISTING CONDITIONS 
WILL NOT BE COMPLETELY KNOWN.  THE PROJECT'S OWNER, DESIGNERS, ENGINEERS AND 
CONTRACTOR SHALL ACCOUNT FOR THIS WHILE WORKING ON THE PROJECT.

EXISTING CONDITIONS NOTES 2016/04/25
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