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PARKING CALCULATIONS
BUSINESS OCCUPANCY -58,000 GROSS S.F. / 300

     194 REQ'D PARKING SPACES
RESTAURANT A-2 OCCUPANCY -2,000 / 200

10 REQ'D PARKING SPACES
TOTAL      

  204 REQ'D PARKING SPACES 
   (INCLUDING 7 ACCESSIBLE PARKING SPACES)

PARKING STALLS 
  

  199 PROVIDED
ACCESSIBLE PARKING SPACES [PER ADA TABLE 208.2]

    7 REQ'D / 10 PROVIDED
TOTAL        

  209 PROVIDED PARKING SPACES

*ACCESSIBLE PARKING SPACES [PER ADA TABLE 208.2]
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SITE PLAN

G
ENERAL SITE PLAN NO

TES
1.

CONTRACTOR SHALL VERIFY ALL DIM
ENSIONS AND CONDITIONS FOR NEW

 AND/OR
EXISTING W

ORK AT THE SITE PRIOR TO COM
M

ENCING W
ORK. REPORT ANY CONDITIONS OR

DISCREPANCIES NOT DOCUM
ENTED ON THESE DRAW

INGS TO THE ARCHITECT AND
OW

NER PRIOR TO BEGINNING CONSTRUCTION.
2.

CONTRACTOR SHALL BE RESPONSIBLE FOR LAYING OUT THE W
ORK, VERIFYING ALL

M
EASUREM

ENTS AND GRADES AND REPORTING ANY DISCREPANCIES TO THE ARCHITECT
BEFORE STARTING CONSTRUCTION.

3.
CONTRACTOR TO PROTECT ANY AND ALL EXISTING STRUCTURES ADJACENT TO THE SITE
FROM

 DAM
AGES AND EROSION. ANY ADJACENT IM

PROVEM
ENTS DAM

AGED DURING
CONSTRUCTION SHALL, AT A M

INIM
UM

, BE RESTORED TO A STATE EQUAL TO ITS
PRECONSTRUCTION STATE AT THE EXPENSE OF CONTRACTOR.

4.
VERIFY EXACT LOCATIONS OF ALL PROPERTY LINES, EASEM

ENTS, SETBACKS AND
UTILITIES PRIOR TO ANY W

ORK.
5.

CONTRACTOR TO REPAIR AND/OR REPLACE ANY DAM
AGED AREAS DURING

CONSTRUCTION TO M
EET OR EXCEED THE EXISTING CONDITIONS.

6.
ALL BUILDING DIM

ENSIONS ARE TO EXTERIOR FACE OF STUD, FACE OF M
ASONRY, AND

CENTERLINE OF COLUM
NS, UNLESS NOTED OTHERW

ISE.
7.

CONTRACTOR TO PROVIDE DUST CONTROL DURING EXCAVATION, DURING
CONSTRUCTION, AND W

HEN COM
PLETING W

ORK.
8.

CONTRACTOR TO PROTECT EXISTING OVERHEAD UTILITY LINES AND POW
ER POLES.

9.
CONTRACTOR SHALL BE RESPONSIBLE FOR THE LOCATIONS AND PROTECTION OF ALL
EXISTING UTILITIES SHOW

N, ALL EXISTING UTILITIES NOT SHOW
N, AND ALL PROPOSED

UTILITIES ON THE CONSTRUCTION DOCUM
ENTS.

10.
CONTRACTOR TO LOCATED EXISTING UTILITIES BEFORE EXCAVATING. VERIFY LOCATIONS
OF PUBLIC RIGHT OR W

AY AND ANY UTILITY EASEM
ENTS.

11.
ALL EQUIPM

ENT SHOW
N IS IN CLOSE PROXIM

ITY, SIZE, TYPE, AND LOCATION. THE
CONTRACTOR M

UST VERIFY EXISTING CONDITIONS TO CONFIRM
 THE ACTUAL SIZE, TYPE,

AND LOCATION OF EQUIPM
ENT. COORDINATE W

ITH M
ECHANICAL, ELECTRICAL, PLUM

BING,
AND OTHER CONSULTANTS FOR PROVIDING UTILITIES TO NEW

.
12.

CONTRACTOR SHALL COORDINATE ANY INTERRUPTION OF UTILITY SERVICE W
ITH OW

NER
AND UTILITY COM

PANY.
13.

CONTRACTOR TO COORDINATE W
ITH M

EP ENGINEER AND LOCAL UTILITY COM
PANY FOR

THE NEW
 CONNECTION OF THE SITE UTILITY AND THE NEW

 BUILDING UTILITY.
CONTRACTOR TO VERIFY LOCATION.

14.
CONTRACTOR TO COORDINATE AND ESTABLISH FOUNDATION W

ALL HEIGHTS, FOOTING
ELEVATIONS, AND ALL FINISH FLOOR ELEVATIONS IN RELATION TO FINAL GRADING
ELEVATION. DESIGN ELEM

ENTS RELATING TO FINAL GRADING SUGGESTED ON THESE
DRAW

INGS AND THROUGHOUT THE CONTRACT DOCUM
ENTS ARE FOR COORDINATION

PURPOSES ONLY AND DO NOT REFLECT REQUIREM
ENTS OF FINAL GRADING AS

ESTABLISHED IN THE FIELD BY CONTRACTOR.
15.

SLOPE ALL TOPOGRAPHY AW
AY FROM

 BUILDING FOR POSITIVE DRAINAGE.
16.

ALL W
OOD CONSTRUCTION M

ATERIALS SHALL BE A M
INIM

UM
 OF 8” ABOVE FINAL GRADING.

COORDINATE TOP OF W
ALL ELEVATIONS AS REQUIRED.

17.
CONCRETE AND ASPHALT FLATW

ORK, RETAINING W
ALLS, AND OTHER LANDSCAPE

ELEM
ENTS SHOW

N INDICATE GENERAL SCOPE OF W
ORK ONLY. CONTRACTORS TO

ESTABLISH AND REVIEW
 FINAL DESIGN ELEM

ENTS AND LAYOUT W
ITH OW

NER AND
CONTRACTOR PRIOR TO CONSTRUCTION, UNLESS NOTED OTHERW

ISE.
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